
PRODUCT FEATURES 
 

LUNA STREET LIGHTS are a premium quality luminaire, suitable for car roadways, parks, pathways, or amenity areas.  Suitable 
for areas requiring excellent lighting levels and long service life.  Robust design and quality construction together with various 
power, beam and accessory options.  

 

• 30 ~ 240 Watt options 

• Cree XP-G3 LEDs, 3-step MacAdam ellipse 

• Inventronics programmable driver 

• LEDil lens - T1, T2, T3, T4 

• Die-cast aluminium ADC12 body 

• IP66 weatherproof  

• IK09 impact resistant 

• Auto power disconnect  

• Plug and play control gear 

• Lumen maintenance L90: 60,000hrs 

• 1-10V dimmable (optional Dali) 

• Post top or side entry spigot 

• IoT compatibility  

• Optional Nema socket, PE cell, microwave sensor 

 

ENERGY SAVING LED TECHNOLOGY                SPECIFICATION SHEET 

 

LUNA LED STREET LIGHT SERIES 

 

http://www.dolphinlighting.com.au/


Product specifications 

* With the rapid development of LED technology, Dolphin Lighting reserves the right to change data and specifications without notice. 

www.dolphinlighting.com.au 

SPECIFICATIONS  

Colour temperature 4000K or 5000K 

Light source Cree XP-G3 LEDs 

CRI ≥80 Ra, 3-step MacAdam 

Beam angle LEDil Optical Lens T1, T2, T3, T4 

Dimming 1-10V, optional Dali  

Driver Inventronics programmable, IP67, flicker free, PF: 0.95, 20kV surge protection 

Housing Die-cast aluminium 

Lens Clear tempered glass 

Power requirement AC 220-240V 50/60Hz 

Operating temperature -20° ~ 45°C 

Lumen maintenance 60,000hrs (L90) 

Trim colour Graphite Grey (RAL 7024) 

Protection rating 
IP66 weatherproof 

IK09 impact resistant 

Warranty 5 Years 

Standards SAA: IEC 60598-2-3: 2002, AMD 1: 2011 used in conjunction with IEC 60598-1: 2014, AMD 1: 2017 

 

IK09 Tempered Glass 
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Product dimensions 
 

 

 

* With the rapid development of LED technology, Dolphin Lighting reserves the right to change data and specifications without notice. 
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Optics available 
Lens type 1,2,3,4 (type 3 standard, others special order) 

Luna details 

Side 

entry 
Post top 

entry 

Recommended mounting height 

Series 
size 

  
Wattage 

  
L1(mm) 

  
L2(mm) 

  
W(mm) 

  
H1(mm) 

  
H2(mm) 

  
H3(mm) 

  
H4(mm) Inside 

diameter 

  
Degree Product 

weight 

XXS 30W 383 490 230 107 135 70 218 60 15° 4.2kg 

XS     60W 433 535 260 99 128 70 212 60 10° 4.55kg 

S     100W 565 668 330 110 135 70 217 60 10° 7.7kg 

M      150W 665 765 381 118 131 110 245 60 15° 10.3kg 

L 200W-240W 865 950 455 125 137 110 251 60 15° 15.0kg 

Series size 
  
Recommended mounting height 

XXS 3-6M 

XS 3-6M 

S 4-8M 

M 6-12M 

L 12-15M 
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CODE WATTS COLOUR TEMP LUMENS PRODUCT WEIGHT 

SL-LUNA30W-4K-T3 30W  4000K 3,900 lm 
4.2kg 

SL-LUNA30W-5K-T3 30W 5000K 4,100 lm 

SL-LUNA60W-4K-T3 60W 4000K 7,800 lm 
4.55kg 

SL-LUNA60W-5K-T3 60W 5000K 8,100 lm 

SL-LUNA100W-4K-T3 100W 4000K 13,300 lm 
7.7kg 

SL-LUNA100W-5K-T3 100W 5000K 13,600 lm 

SL-LUNA150W-4K-T3 150W 4000K 19,600 lm 
10.3kg 

SL-LUNA150W-5K-T3 150W 5000K 20,200 lm 

SL-LUNA200W-4K-T3 
#
SP 200W 4000K 26,200 lm 

15kg 
SL-LUNA200W-5K-T3 

#
SP 200W 5000K 27,000 lm 

SL-LUNA240W-4K-T3 
#
SP 240W 4000K 31,400 lm 

15kg 
SL-LUNA240W-5K-T3 

#
SP 240W 5000K 32,400 lm 

Luna order codes 

Accessories 

* With the rapid development of LED technology, Dolphin Lighting reserves the right to change data and specifications without notice. 
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*Change code to suit required beam angle –T1, T2, T3, T4.  **Other colour temps and motion sensor available by special order. 
# SP = SPECIAL ORDER. 
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